Entrance & Exit Management System

Your solution for increasing tunnel throughput, minimizing damage claims, and improving the wash experience.

**FEATURES & BENEFITS**

- Animated instructions assist customers onto the conveyor.
- Purchased wash services display on the Entrance screen.
- View and manage StackNControl from the Entrance Management Sign.
- Touch screen allows you to quickly edit or remove cars in the queue.
- Cancel and fire rollers with one quick touch on the screen.
- Set retracts anywhere in the tunnel when necessary.
- Built-in temperature and humidity controls allow use within the wash tunnel, or in direct sunlight.
- Animated count down and instructions to assist customers exiting tunnel.
REQUIREMENTS & SPECIFICATIONS

- **Width:** 31 in / 78.74 cm
- **Display Height:** 49 in / 124.46 cm
  - **Base Height:** 26 3/4 in / 67.945 cm
  - **Total Height:** 75 3/4 in / 192.405 cm
- **Depth:** 15 1/4 in / 38.735 cm
- **Weight:** 286 lbs / 129.7 kg
- **Operating Temperature Range:**
  - -20° F to 120° F
  - -28° C to 48° C
- **Light Emitting Diodes (LEDs):** 11
- **Multiple Mains Connections Inside:**
  - (2) - 120 V AC
    - One battery conditioned
    - One unconditioned
- **Multiple Mains Connections Outside:**
  - (1) - 120 V AC
    - One battery conditioned
  - (1) - 230 VAC
    - One unconditioned
- **Supply Voltage:**
  - 230 VAC ± 10%
  - 110 VAC ± 10%
- **Frequency:**
  - 50/60 Hz
- **Max. Current:**
  - 10 Amps @ 120 V AC (Power)
  - 6 Amps @ 240 V AC (Air Conditioner)
- **Requires Cat 6 shielded network cable from network switch**
- **IP RATING**
  - NEMA 4X